
100-AMP Contactors 
Typical Specifications:

On Normally Open Units:  Operate Time:  50 milliseconds 
                                                 Release Time:  80 milliseconds  
On Normally Closed Units:  Operate Time:  45 milliseconds 

                                                   Release Time:  60 milliseconds  
Contact Resistance:  .001 ohm*  

Dielectric Withstand:  2500 Vac Rms  
Longevity:  Millions of Cycles  

Temperature Range:  -35 degrees C to 85 degrees C  
Coil Terminals:  #6 Binding Head Screws  

Load Terminals:  Pressure Connectors.  Standard Accepts A.W.G. 
#2 to #12.  For A.W.G. #1 to #8, Add Suffix -5 to Catalog No. (i.E. 

100NO-120A-5)  
Ratings:  Derate over 240 Vac Res.  

*After Cycling Under Load

 
RATINGS 

(Ratings are in amps unless otherwise specified.) 

Type of Loads 100NO 100NO(H) 100NC
  

A.C. RESISTIVE 240V 100 100 100
480V 80 80 80
600V 70 70 70

  
A.C. IND.  
P.F. .4 OR 
GREATER

120V - 100 100

240V - 100 100
  

GENERAL 
PURPOSE 
P.F. .7 OR 
GREATER

240V - 100 80

480V - 80 80
  

D.C. RESISTIVE 
HEATING 48V - 100 100

125V - 50 50
250V - 30 30

  
TUNGSTEN 

LAMP 120V 100 100 100

  
SINGLE PHASE 
MOTOR LOADS 120V - 7.5HP 7.5HP

  
DOUBLE PHASE 
MOTOR LOADS 240V - 10HP 10HP

 
THREE PHASE 
MOTOR LOADS 240V - 15HP 15HP

480V - 20HP 20HP
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